
PD-01 Profibus Communication Module

 Instruction Sheet 

▓ Panel Appearance: 

Mounting Hole

Extended Socket

Profibus-DP
Interface (DB9)

Clip

SP LED

NET LED

Address Switches

Mounting Hole

RS-485 (RJ11)

 
SP LED: Indicating the connection status between AC Drives and 
PD-01. 
NET LED: Indicating the connection status between PD-01 and 
PROFIBUS-DP. 
Address Switches: Setting the address of PD-01 on PROFIBUS- 
DP network. 
RS-485 Interface (RJ11): Connecting to VFD series Drives, and 
supply power to PD-01. 
PROFIBUS-DP Interface (DB9): 9-PIN connector that connects to 
PROFIBUS-DP network. 
Extended Socket: 4-PIN socket that connects to PROFIBUS-DP 
network. 
Mounting Hole: Used to mount PD-01. 
Clip: Used to secure PD-01 to the DIN rail. 
▓ Applicable VFD series Drives: 

Delta AC Drive Firmware Version 

VFD-B Version 4.00 and above 

VFD-M Version 3.00and above 

VFD-F Version 1.09 and above 

VFD-L 
115V/200~400W 
230V/200W~2HP 

All Version 

VFD-S All Version 

▓ Dimensions: 

RS-485
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ADDH B2

A1
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NET

SP

BOTTOM VIEW
 

▓ Parameters setting in VFD series Drives  

 VFD-M VFD-B/S VFD-F VFD-L 

Baud Rate 

9600 
P89=01 P09-01=1 P09-01=1 P09-01=1

RTU 8,N,2 P92=03 P09-04=3 P09-04=6 
P09-04=2, 

P09-05=0

Freq. 

Source 
P00=04 P02-00=4 P02-00=4 P02-00=4

Command 

Source 
P01=03 P02-01=3 P02-01=3 P02-01=3

▓ Power Supply: 

The power of PD-01 is supplied from VFD series Drive. 

Please connect VFD Drive to PD-01 by using 6 pins RJ-11 

cable, which is packed together with PD-01. After connection 

completed, PD-01 is energized whenever the power applies 

to AC Drive. 

 

1 6

1: +15V          2: GND
3: SG-            4: SG+
5: not used    6: not used

RJ11

 Not used

+15V

GND

SG-

SG+  

▓ PROFIBUS Address 

PD-01 has two rotary switches for user to 

select PROFIBUS address. The set value via 

2 address switches, ADDH and ADDL, is in 

HEX format. ADDH has the high 4 bits, and 

ADDL has the low 4 bits of PROFIBUS 

address.  

Address Meaning
1..0x7D Valid PROFIBUS address 

0 or 

0x7E..0xFE 
Invalid PROFIBUS address 

0xFF Enter TEST mode 

 

                                        
ASIA 
DELTA 
ELECTRONICS, INC. 
TAOYUAN Plant/ 
31-1, SHIEN PAN 
ROAD,  
KUEI SAN 
INDUSTRIAL ZONE 
TAOYUAN 333, 
TAIWAN 
TEL: 886-3-362-6301 
FAX: 886-3-362-7267 
 

NORTH/SOUTH 
AMERICA 
DELTA PRODUCTS 
CORPORATION 
Sales Office/ 
P.O. BOX 12173 
5101 DAVIS DRIVE 
RTP, NC 27709  U. S. 
A. 
TEL: 1-919-767-3813 
FAX: 1-919-767-3969 
 

EUROPE 
DELTRONICS 
(Netherlands) B.V. 
Sales Office/ 
Industriegebied Venlo  
Nr. 9031 
Columbusweg 20 
NL-5928 LC Venlo 
The Netherlands 
TEL: 31-77-324-1930 
FAX: 31-77-324-1931 



PD-01 Profibus 通訊模組安裝手冊 

▓ 面板外觀： 

螺絲安裝孔

並連插座

Profibus-DP (DB9)介面

Clip

SP LED

NET LED

位址設定鈕

螺絲安裝孔

RS-485 (RJ11)通訊口

 

SP LED：變頻器與 PD-01 連接狀態指示 

NET LED：PD-01 與 PROFIBUS-DP 連接狀態指示 

位址設定鈕：設定 PD-01 在 PROFIBUS-DP 網路上的通信位址 

RS-485 通訊口 (RJ11)：與 VFD 系列變頻器連接並經由此 port

提供電源給 PD-01  

PROFIBUS-DP 介面 (DB9)：用於連接 PROFIBUS-DP 網路 

並連插座：使用 4-PIN socket 連接 PROFIBUS-DP 網路 

螺絲安裝孔：使用螺絲方式固定 PD-01 

Clip：用於安裝 PD-01 於 DIN 鋁軌 

▓ PD-01 所支援之台達 VFD 系列變頻器韌體版本： 

台達 VFD 系列變頻器 韌體版本 

VFD-B Version 4.00 (含)以上版本 

VFD-M Version 3.00 (含)以上版本 

VFD-F Version 1.09 (含)以上版本 

VFD-L 
115V/200~400W 
230V/200W~2HP 

所有版本 

VFD-S 所有版本 

 

 

▓ 外觀尺寸： 
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ADDL
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ADDH B2

A1

B1
NET

SP

BOTTOM VIEW
 

▓ 連接變頻器之前，需要設定變頻器的通訊參數，請參考下表： 

 VFD-M VFD-B/S VFD-F VFD-L 

Baud Rate 

9600 
P89=01 P09-01=1 P09-01=1 P09-01=1

RTU 8,N,2 P92=03 P09-04=3 P09-04=6 
P09-04=2, 

P09-05=0

Freq. 

Source 
P00=04 P02-00=4 P02-00=4 P02-00=4

Command 

Source 
P01=03 P02-01=3 P02-01=3 P02-01=3

▓ 電源供應： 

PD-01 電源由所連接之變頻器所供給，使用標準通訊傳輸線(附

於包裝盒內，連接 RJ11，6pins) 連接變頻器和 PD-01，當變

頻器上電後，電源即可輸入 PD-01。 

 

1 6

1: +15V          2: GND
3: SG-            4: SG+
5: not used    6: not used

RJ11

 Not used

+15V

GND

SG-

SG+

 

▓ 位址設定鈕： 

PD-01 提供兩個可旋轉之位址設定鈕來設定 

其在 PROFIBUS-DP 網路上的通信位址。兩 

個旋鈕包括：ADDH 與 ADDL，ADDH 用來 

設定高 4 位元的通信位址，ADDL 用來設定

低 4 位元的通信位址，並採用 16 進制。 

通信位址 說明 

1..0x7D 有效的 PROFIBUS 位址 

0 或 0x7E..0xFE 無效的 PROFIBUS 位址 

0xFF 台達內部測試用，一般用戶請勿設定 

 
 
 

2007-07-11

5011626502-PDC2  
 

 台達電子工業股份有限公司      
333, 桃園縣龜山工業區興邦路 31-1 號 
電話: 886-3-3626301 
傳真: 886-3-3627267 
網址: http://www.delta.com.tw 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


