Zero Phase Reactor Instruction Sheet
Zero Phase Reactor Datenblatt

FARTRES ERP 3

Note: 600V Insulated unshielded Cable.
Note: 600V isoliertes ungeschirmtes Kabel.
Note: 600V zeiag ] 7k

Diagram A

Please wind each wire 4 times around the core. The reactor
must be put at inverter side as close as possible.

Bitte in jedem Phase 4 Wicklungen um den Kern liegen.
Der Kern soll méglichst nah am Umrichter installiert werden.
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Diagram B

Please put all wires through 4 cores in series without
winding.

Indem obengezeigte Verdrahtung nicht méglich ist in Ihrer
Anwendung, dann kann das Motorkabel durch 4 Kernen in
Serien geleitet werden wie gezeigt im folgenden Diagramm.
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Anmerkung 1: Die Tabelle oben zeigt die

Kabeldurchschnitte fiir den Zero Phase Reactor aber die

endgliltige Auswahl wird entscheiden vom verwendeten

Kabeltyp und Durchschnitt. Das Kabel soll durch das Loch

passen.
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Note 2: Only the phase conductors should pass through,
not the earth core or screen.

Anmerkung 2: Nur die Phasenleiter sollen durch dem

Zero Phase Reactor geleitet werden, Masse oder Schirm

nicht.
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Note3: When long motor output cables are used an output
zero phase reactor may be required to reduce radiated
emissions from the cable.

Anmerkung 3: Bei langen Motorkabel kann ein Zero

Phase Reactor am Ausgang notwendig sein zur

Reduzierung der Emission.
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