
The Complete Gear Technology Off ering for the Robotics Manufacturer

Do not settle for the status quo, raise your expectations

A New Era for Precision has Begun

NIDEC-SHIMPO CORPORATION
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WP SERIES - PARTS CONFIGURATION

ER-P SERIES - PARTS CONFIGURATION

Code:  CN, CF, SN, SNH, SNJ

* Specifications:
  Input shaft
  diameter, etc.

Ratio:  50, 80, 100, 120

Size:  35, 42, 50, 63, 80

Model name: WP series

WP −C 35 50 CN **−−−

Type
C: Component type

U: Unit type
S: Simple unit type

Version

Ratio:

Frame size:  025, 042, 080, 130

ER P G 059025 A− −

Series

1/59, 1/89, 1/119

G: Grease Lubrication

WPU SERIES
Complete Unit Assembly

Open Housing Style
(hollow shaft)

WPU SERIES
Complete Unit Assembly

Open Housing Style
(input shaft)

WPU SERIES
Complete Unit Assembly

Closed Housing Style

WPC SERIES
Component Sub-assembly

Closed Housing Style

WPS SERIES
Simple Contained Assembly

Open Housing Style

WP SERIES FAMILY

ER-P SERIES
NIDEC-SHIMPO CORPORATION

1701 Glenlake Avenue, Itasca, IL 60143 USA

Phone: (800) 842-1479 • Fax: (630) 924-7382

www.drives.nidec-shimpo.com

Extremely compact, zero backlash, strain wave gear technology

High torque, zero backlash, cycloidal gear technology


